


Excessive Humidity:

Too little humidity in a home creates an
uncomfortable, dry, sub-standard air quality
that not only dries out nasal passages and
throats of the inhabitants, but also contributes
to drying out wood floors and furnishings.
Humidity levels should ideally range
between 30 to 50%.

Excess humidity levels are dangerous in
other ways. Humidity levels above 70% can
create an environment within the home that
inhibits mold growth. Mold can cause a serve
allergic reaction for many people, and can
cause tens of thousands of dollars in mold
remediation costs.

One of the main contributors to added
humidity in homes is created in the bath-

To properly size a bathroom ventilation
fan for the recommended 8 air exchanges per
hour use the following formula:

For 80 ceilings take the square footage of

the room and multiple by 1.1

For ceilings over 80; take the height of the

ceiling and multiply by .1375. Take this

figure and multiple by the square footage
of the room.

These formulas will give you the mini-
mum CFMOs required to do a proper ventila-
tion job.

We now stock the Broan QT series of bath-
room ventilation fans. The QT series has sizes
from 50 to 150CFM with added features of

room. TodayOs master bathrooms, generally lights or heat. The QT series is the quietest

speaking, are designed with multiple shower-

heads, whirlpool baths, and steam systems. It
Is critical to remove the excessive moisture
created in these environments. A properly
sized bathroom ventilation fan is crucial in

maintaining the proper humidity level.

fan on the market today; less than 1/3 as
quiet as an efficient refrigerator. All fans are
built to last and come with a 3-year warranty.
Ask for Broan quality for your next bathroom
remodel job, youOll love it, and your home-
owner deserves it!!!

REVOLUTION II 90% HIGH
EFFICIENCY GAS BOILER

As the leader in the hydronics industry, Burnham Hydronics is
pleased to introduce the Revolution Il gas fired boiler. Through
proven technology, this new product meets your needs for a con-
densing, high efficiency, cast iron boiler. Available in 3,4, and 5
section styles for heating needs from 62,000 to 130,000 Btu input.
Built with Burnham quality, made in the USA.






